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The MAXXUM 9000 is designed to help you develop your full creative potential. It incorpo-
rates sophisticated electronics for unmatched performance and versatility.

Among the MAXXUM 9000's major features are: continuous autofocusing that responds
instantly while the operating button is touched; built-in spot metering to handle difficult
lighting as well as center-weighted metering for general photography; program mode with auto
multi-program selection that sets an AE program to match the focal length in use; aperture- or
shutter-priority AE and metered-manual modes for creative control; a top shutter speed of
1/4000 sec. and maximum flash X-sync speed of 1/250 sec.; and both TTL flash metering and
depth-of-field preview are possible in all exposure modes.

Advanced MAXXUM system accessories include: the Motor Drive MD-90; the MAXXUM
Flash 2800AF and 4000AF; the Program Back 90 and Super 90; and the MAXXUM AF lens
system that covers focal lengths from 24mm wideangle to 300mm telephoto and includes five
lightweight macro/zooms. These and other accessories are described at the back this manual.

Before using your new camera, carefully read this manual. As you do, attach the lens, load
batteries, switch on power, and learn about the camera’s parts and features. Then load it with
film and proceed to actual picture-taking. Be sure to follow the instructions, and keep this
manual handy for further reference. This way you can get better pictures and take full advan-
tage of the advanced features built into your MAXXUM 9000.

Fold out the front and back covers of this manual for easy reference to names of parts.




NAMES OF PARTS

Data panel

Exposure
mode selector

Main switch

Frame counter

MAXXUM

Self-timer switch

Operating button

Self-timer LED

Shutter
up/down control

Preview switch

Lens contacts

Focusing ring

Accessory shoe

Back release
rewind crank/
metering selector

Sync terminal
Lock release

Exposure
adjustment key

Aperture up/down
control

Remote-control
terminal (with cover)

Lens release

Focus mode switch

Mounting index



DATA PANEL
Film speed indicator

Shutter speed/film speed/

= : Selectable-setting indicators
“bulb’’ elapsed time g

Exposure adjustment
reminder

Aperture/
exposure adjustment

VIEWFINDER

Focus frame

Auto-exposure

Spot-metering mode indicators
area Aperture/exposure

adjustment

Acute-Matte
focusing screen Manual mode

indicator

. Exposure adjustment
Shutter speed/ reminder
film speed/

"bulb” elapsed time M-mode

exposure deviation
Flash signal

Focus signals : . 'S|PIA R M Metering indicator

* While all possible displays are shown together here, only applicable displays appear during operation.
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SUMMARY OF OPERATIONS

1. Attach lens. Remove body cap and lens 2. Install batteries. Two AA-size batteries are
caps, align mounting indexes, insert lens into required. Alkaline-manganese, nickel-cadmium,
mount, and twist lens clockwise to lock it  or carbon-zinc batteries can be used (p. 10).
onto mount (p. 8).



3. Load film. With main switch on, place
cartridge in film chamber. After threading
leader into take-up spool, advance film to take
up slack. Then close back cover (p. 15).

4. Advance film to first frame. Shutter is set
at 1/4000 until “1'" appears in frame counter,
When film is loaded and advancing properly,
center of rewind crank rotates counterclock-
wise during advance stroke (p. 16).



5. Set film speed. Speed for DX-coded films is
set automatically. To set film speed for
non-DX films, move shutter up/down control
while pressing IS0’ key (p. 19).

6. Set exposure mode. For general photo-
graphy, program mode with automatic multi-
program selection can be set by rotating
exposure mode selector to “PROGRAM" (p.
26).



7. Set metering mode. For general photo- 8. Set focus mode. For continuous autofocus-
graphy, “AVERAGE" setting should be used. ing, slide focus mode switch to ““AF" position.
When lighting conditions require further For manual focusing, set switch to “M”
control, use the camera’s built-in spot meter-  position (p. 22).

ing for midtone (SPOT), highlight (H) , or

shadow (S) readings (p. 42).

























































































































































































































